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DOC053.52.00131.Apr13Data Sheet
sc Sensor Cable (without plug and coupling)

Note: This datasheet applies only to the cable as yard ware without plug and coupling.

Shielded data cable for high electricaly and mechanicaly requirements. The cable is halogen 
free, oil resistant according to VDE 0473 part 811 and as far as possible grease, coolant and 
lubricant resistand. Manufactured in accordance with DIN 
VDE 0207, 0250, 0293 and 0295. The electrical test meets the standards DIN 0472 and IEC.

Technical data
Specifications are subject to change without notice.  

Cable construction

Cable Cu
AWG 22 - 19×0.15 mm
AWG 26 - 18×0.10 mm

Isolation Polyethylene
AWG 22 ca. 1.50 mm
AWG 26 ca. 1.00 mm

Wire Coding by color
AWG 22 brown, black
AWG 26 white, blue

Outside coat
PUR (Elastoplan 1185),
RoHS-conformal

Surface beamless, less adhesion, 
halogen free, pressure extruded, 
homogeneous and round shape

Total shielding Cu- netting, tinned, shield attenuation  55 dB

Coat color black, RAL 9005

External diameter 6.8 ± 0.3 mm

Electrical specifications

Normal voltage Uss 250 V

Test voltage
Ueff
wire/wire
wire/shield

1200 V
750 V

Insulating resistance at 20 °C  20 MOhm × km

Wire resistance
AWG 22 at 20 °C
AWG 26 at 20 °C

max. 106 Ohm/km (Loop)
max. 260 Ohm/km (Loop)

Wave resistance
AWG 22 pairs
AWG 26 pairs

ca. 95 Ohm at 1 kH
ca. 90 Ohm at 1 kH

Operating temperature
flexible installation
fixed installation

–30 °C to +70 °C
–40 °C to +80 °C

Minimal bend radius
flexible installation
fixed installation

7.5 × Outer diameter
5 × Outer diameter

Cable Wire Color Terminal Designation (see Figure 1 and Figure 2 on page 3)

Brown +12 V DC 

White Data (–) 

Blue Data (+) 

Black Ground (Circuit Common)

Grey Screen (Shield)
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Options 

Optional Accessories

Sensor Sensor Cable length Cable Ø Max. recommended cable length

1200 S sc 10 m (32 ft) 6.8 mm 400 m (1312 ft), sc1000: max. 100 m (328 ft)

1720E 1.80 m (5.9 ft) 6 mm no extension allowed

3798 S sc 10 m (32 ft) 6.8 mm 400 m (1312 ft), sc1000: max. 100 m (328 ft)

5740 S sc 10 m (32 ft) 6 mm 400 m (1312 ft), sc1000: max. 100 m (328 ft)

918x S sc 0.4 m (1.3 ft) 6.8 mm 400 m (1312 ft), sc1000: max. 100 m (328 ft)

AMTAX sc 2 m (6 ft) 6.8 mm no extension allowed

AN-ISE sc, AISE sc, NISE sc 10 m (32 ft) 6.8 mm 90 m (295 ft)

Digital Gateways plug only 400 m (1312 ft), sc1000: max. 100 m (328 ft)

FilterTrak 660 sc 1.80 m (5.9 ft) 6 mm

FP 360 sc 1.5 m (4.9 ft) or 10 m (32 ft) 6.8 mm 30 m (98 ft)

LDO (Model 1 and Model 2) 10 m (32 ft) 5 mm 400 m (1312 ft), sc1000: max. 100 m (328 ft)

NH4D sc 10 m (32 ft) 6 mm 90 m (295 ft)

NITRATAX sc 10 m (32 ft) 6.8 mm 60 m (197 ft)

NO3D sc 10 m (32 ft) 6 mm 90 m (295 ft)

pHD S sc 10 m (32 ft) 6 mm 400 m (1312 ft), sc1000: max. 100 m (328 ft)

PHOSPHAX sc 2 m (6 ft) 6.8 mm no extension allowed

SOLITAX sc 10 m (32 ft) 6.8 mm 90 m (295 ft)

SONATAX sc 10 m (32 ft) 6.8 mm 90 m (295 ft)

Surface Scatter 2 m (6.6 ft) 6 mm 9.62 m (31.6 ft)

TSS sc 10 m (32 ft) 9 mm 90 m (295 ft)

ULTRATURB plus sc min. 0.35 m (1.1 ft) 6.8 mm 90 m (295 ft)

UVAS plus sc 10 m (32 ft) 6.8 mm 60 m (197 ft)

Optional Accessories for cable Ø Part Number

sc Sensor Plug (RoHS-conformal, IP 67) 6–8 mm LZX971

sc Sensor Coupling (RoHS-conformal, IP 67) 6–8 mm LZX972

sc Sensor Plug (RoHS-conformal, IP 67) 4–6 mm LZX987

sc Sensor Coupling (RoHS-conformal, IP 67) 4–6 mm LZX986

Termination Box Assembly 5867000 (do not use with sc1000)
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Pin assignment of optional sc Sensor plug and sc Sensor Coupling
Important Note: Incorrect connecting of the cables will impact the function of the 
instrument and/or damage the instrument.
Use cable end sleeves for the wire connection!  

Figure 1 Pin assignment of sc Sensor Plug

Figure 2 Pin assignment of sc Sensor Coupling

Pos. clamp number Assignment Wire color

1 1 +12 V DC brown

2 2 Data (–) white

3 3 Data (+) blue

4 4 Ground black 

5 5 Screen grey

6 6 Guidance –
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Assembled Extension Cable (6.8 mm cable Ø) 

More Versions (5 or 6 mm cable Ø) 

Cable Length Part Number

0.35 m (1.1 ft) LZX847

5 m (16 ft) LZX848

10 m 32 ft) LZX849

15 m (49 ft) LZX850

20 m (65 ft) LZX851

30 m (98 ft) LZX852

50 m (164 ft) LZX853

Cable Length Part Number

7.7 m (25.3 ft) 5796000

15 m (49 ft) 5796100

31 m (101 ft) 5796200
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Contacts

HACH Company
World Headquarters
P.O. Box 389
Loveland, Colorado
80539-0389 U.S.A.
Tel (800) 227-HACH
(800) -227-4224
(U.S.A. only)
Fax (970) 669-2932
orders@hach.com
www.hach.com

Repair Service in the
United States:
HACH Company
Ames Service
100 Dayton Avenue
Ames, Iowa 50010
Tel (800) 227-4224
(U.S.A. only)
Fax (515) 232-3835

Repair Service in Canada:
Hach Sales & Service
Canada Ltd.
1313 Border Street, Unit 34
Winnipeg, Manitoba
R3H 0X4
Tel (800) 665-7635
(Canada only)
Tel (204) 632-5598
Fax (204) 694-5134
canada@hach.com

Repair Service in
Latin America, the 
Caribbean, the Far East, 
Indian Subcontinent, Africa, 
Europe, or the Middle East:
Hach Company World
Headquarters,
P.O. Box 389
Loveland, Colorado,
80539-0389 U.S.A.
Tel +001 (970) 669-3050
Fax +001 (970) 669-2932
intl@hach.com

HACH LANGE GMBH
Willstätterstraße 11
D-40549 Düsseldorf
Tel. +49 (0)2 11 52 88-320
Fax +49 (0)2 11 52 88-210
info@hach-lange.de
www.hach-lange.de

HACH LANGE LTD
Pacific Way
Salford
GB-Manchester, M50 1DL
Tel. +44 (0)161 872 14 87
Fax +44 (0)161 848 73 24
info@hach-lange.co.uk
www.hach-lange.co.uk

HACH LANGE LTD
Unit 1, Chestnut Road
Western Industrial Estate
IRL-Dublin 12
Tel. +353(0)1 460 2522
Fax +353(0)1 450 9337
info@hach-lange.ie
www.hach-lange.ie

HACH LANGE GMBH
Hütteldorfer Str. 299/Top 6
A-1140 Wien
Tel. +43 (0)1 912 16 92
Fax +43 (0)1 912 16 92-99
info@hach-lange.at
www.hach-lange.at

HACH LANGE GMBH
Rorschacherstrasse 30a
CH-9424 Rheineck
Tel. +41 (0)848 55 66 99
Fax +41 (0)71 886 91 66
info@hach-lange.ch
www.hach-lange.ch

HACH LANGE FRANCE 
S.A.S.
8, mail Barthélémy Thimonnier
Lognes
F-77437 Marne-La-Vallée 
cedex 2
Tél. +33 (0) 820 20 14 14
Fax +33 (0)1 69 67 34 99
info@hach-lange.fr
www.hach-lange.fr

HACH LANGE NV/SA
Motstraat 54
B-2800 Mechelen
Tel. +32 (0)15 42 35 00
Fax +32 (0)15 41 61 20
info@hach-lange.be
www.hach-lange.be

DR. LANGE NEDERLAND 
B.V.
Laan van Westroijen 2a
NL-4003 AZ Tiel
Tel. +31(0)344 63 11 30
Fax +31(0)344 63 11 50
info@hach-lange.nl
www.hach-lange.nl

HACH LANGE APS
Åkandevej 21
DK-2700 Brønshøj
Tel. +45 36 77 29 11
Fax +45 36 77 49 11
info@hach-lange.dk
www.hach-lange.dk

HACH LANGE AB
Vinthundsvägen 159A
SE-128 62 Sköndal
Tel. +46 (0)8 7 98 05 00
Fax +46 (0)8 7 98 05 30
info@hach-lange.se
www.hach-lange.se

HACH LANGE S.R.L.
Via Rossini, 1/A
I-20020 Lainate (MI)
Tel. +39 02 93 575 400
Fax +39 02 93 575 401
info@hach-lange.it
www.hach-lange.it

HACH LANGE S.L.U.
Edificio Seminario
C/Larrauri, 1C- 2ª Pl.
E-48160 Derio/Vizcaya
Tel. +34 94 657 33 88
Fax +34 94 657 33 97
info@hach-lange.es
www.hach-lange.es

HACH LANGE LDA
Av. do Forte nº8
Fracção M
P-2790-072 Carnaxide
Tel. +351 214 253 420
Fax +351 214 253 429
info@hach-lange.pt
www.hach-lange.pt

HACH LANGE SP. ZO.O.
ul. Krakowska 119
PL-50-428 Wrocław
Tel. +48 801 022 442
Zamówienia: +48 717 177 707
Doradztwo: +48 717 177 777
Fax +48 717 177 778
info@hach-lange.pl
www.hach-lange.pl

HACH LANGE S.R.O.
Zastrčená 1278/8
CZ-141 00 Praha 4 - Chodov
Tel. +420 272 12 45 45
Fax +420 272 12 45 46
info@hach-lange.cz
www.hach-lange.cz

HACH LANGE S.R.O.
Roľnícka 21
SK-831 07 Bratislava – 
Vajnory
Tel. +421 (0)2 4820 9091
Fax +421 (0)2 4820 9093
info@hach-lange.sk
www.hach-lange.sk

HACH LANGE KFT.
Vöröskereszt utca. 8-10.
H-1222 Budapest XXII. ker.
Tel. +36 1 225 7783
Fax +36 1 225 7784
info@hach-lange.hu
www.hach-lange.hu

HACH LANGE S.R.L.
Str. Căminului nr. 3,
et. 1, ap. 1, Sector 2
RO-021741 Bucureşti
Tel. +40 (0) 21 205 30 03
Fax +40 (0) 21 205 30 17
info@hach-lange.ro
www.hach-lange.ro

HACH LANGE
8, Kr. Sarafov str.
BG-1164 Sofia
Tel. +359 (0)2 963 44 54
Fax +359 (0)2 866 15 26
info@hach-lange.bg
www.hach-lange.bg

HACH LANGE SU
ANALİZ SİSTEMLERİ 
LTD.ŞTİ.
Ilkbahar mah. Galip Erdem 
Cad. 616 Sok. No:9
TR-Oran-Çankaya/ANKARA
Tel. +90312 490 83 00 
Fax +90312 491 99 03
bilgi@hach-lange.com.tr
www.hach-lange.com.tr
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HACH LANGE D.O.O.
Fajfarjeva 15
SI-1230 Domžale
Tel. +386 (0)59 051 000
Fax +386 (0)59 051 010
info@hach-lange.si
www.hach-lange.si

ΗΑCH LANGE E.Π.Ε.
Αυλίδος 27
GR-115 27 Αθήνα
Τηλ. +30 210 7777038
Fax +30 210 7777976
info@hach-lange.gr
www.hach-lange.gr

HACH LANGE D.O.O.
Ivana Severa bb
HR-42 000 Varaždin
Tel. +385 (0) 42 305 086
Fax +385 (0) 42 305 087
info@hach-lange.hr
www.hach-lange.hr

HACH LANGE MAROC 
SARLAU
Villa 14 – Rue 2 Casa 
Plaisance
Quartier Racine Extension
MA-Casablanca 20000
Tél. +212 (0)522 97 95 75
Fax +212 (0)522 36 89 34
info-maroc@hach-lange.com
www.hach-lange.ma

HACH LANGE OOO
Finlyandsky prospekt, 4A
Business Zentrum “Petrovsky
fort”, R.803
RU-194044, Sankt-Petersburg
Tel. +7 (812) 458 56 00
Fax. +7 (812) 458 56 00
info.russia@hach-lange.com
www.hach-lange.com
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