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- Measurement ranges:  0...20 kg up to 0...30000 kg

- Input resistance: 410 / 450 ±30 Ω 

- Output:  2 mV/V or 3 mV/V 

- Output resistance:  350 ±3 Ω 

- Insulation resistance: > 5000 MΩ (bei 50 VDC)

- Accuracy:  ±0,02% of terminal value

- Operating temperature:  -20...+65 °C

- Protection class:  IP66

- Material: alloyed steel, nickel-plated

  stainless steel (option)

  aluminum alloy (option)
  

Applications

Technical Data

Input

Measurement ranges: 0...20 up to 0...30000 kg (for other measurement ranges, see table on page 2)
Input resistance: 410 / 450 ±30 Ω

Output

Output signal:  2 mV/V or 3 mV/V
Output resistance: 350 ±30 Ω

Accuracy

Gross error:  ±0,02 % of terminal value
Repeatability: ±0,02 % of terminal value
Creepage: ±0,02 % of terminal value / 30 min.
Temperature coefficient:
 on span:  ±0,02 % of measurement range / 10 °C
 on zero: ±0,02 % of measurement range / 10 °C

Supply

Excitation current: output signal is: 2 mV/V ±10 % or 3 mV/V ±10 %
Insulation resistance: > 5000 MΩ at 50 VDC 

Environmental Conditions

Temperature: compensated range:  -10...+55 °C
  operating range:  -20...+65 °C

Mechanics

Dimensions: see table page 2
Material: alloyed steel, nickel-plated
  Options: Stainless steel, aluminum alloy
Safe overload limit: 150 % der Nennlast
Overload limit: 200 % der Nennlast
Burst load limit: 300 % der Nennlast
Protection class: IP66

The tension load cell WAEGEZ is intended for use in tension and compressive force measurements in both 
directions. Thanks to its flexible and robust design, the load cell is applicable to a broad range of force 
measurement applications.
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Dimensions

Capacity
(kg)

A C D E Weight
(kg)

20, 30 M8x1 12,7 51 64 0,7

50, 100, 200, 250, 300, 
500

M12x1,75 19,1 51 76 0,7

750 M12x1,75 19,1 50,8 76,2 0,9

1000 M12x1,75 25,4 50,8 76,2 0,9

1500 M16x1,5 25,4 50,8 76,2 0,9

2000, 2500, 3000 M20x1,5 31,8 76,2 108 1,8

5000 M24x2 31,8 76,2 108 1,8

7500 M24x2 31,8 100 139,7 >1,8

10000 M30x2 49,3 125,5 177,8 >1,8

15000, 20000 M42x3 60 160 200 >1,8

30000 M42x3 80 190 230 >1,8
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Technical Data (Continued)

Mechanics (Continued)

Weight: Ranges 0...50 up to 0...500 kg: approx. 0,7 kg
  Ranges 0...750 up to 0...1500 kg: approx. 0,9 kg
  Ranges 0...2000 up to 0...5000 kg: approx. 1,8 kg

Connection: 3,5 / 6 m connection line, shielded (polyurethane)
  +Input (red) / -Input (black or blue) /
  +Output (green) / -Output (white or yellow)

 

Dimensions (in mm)
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A

D C

E

+ Input  (red)

+ Output (green)

-  Input
(black or blue)

-  Output 
(white or yellow)
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Dimensions (Continued)

Connections

Dimensions Tension Load Cell

Cable

Shielded 4-wire, with braided copper wire shielding and polyurethane mantle. Stripped and tinned ends. 
Standard length of cable is 3,5 m (0...20 up to 0...500kg) and 6 m (0...0,75 t up to 0...30 t).

For dimensions in mm, see table page 2
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1) Please select only one measurement range.

Subject to change, version 43-738
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Order Code

 Material: High alloy tool steel 0
 Stainless steel 1

 Output: 3 mV/V ±10% 0
 3 mV/V normalized (on request) 1
 2 mV/V 2

 1Measurement range : 0 0
 0...100 kg 1
 0...250 kg 2
 0...500 kg 3
 0...750 kg 4
 0...1000 kg 5
 0...1500 kg 6
 0...2000 kg 7
 0...2500 kg 8
 0...5000 kg 9

1Measurement range : 0 0
 0...250 lb 1
 0...500 lb 2
 0...750 lb 3
 0...1000 lb 4
 0...1500 lb 5
 0...2000 lb 6
 0...2500 lb 7
 0...3000 lb 8
 0...5000 lb 9

1Measurement range : 0 0
 0...7500 lb 1
 0...10000 lb 2
 0...15000 lb (auf Anfrage) 3
 0...20000 lb (auf Anfrage) 4
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