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 Technical data  

Power supply ID no.: 
13910257  
⸺  
 

Basis data  

Type Switched-mode power supply; Compact; 1-phase; 24 VDC 

output voltage; 1.3 A output current; DC-OK LED 

Input  

Input voltage range  1 x AC 85 … 264 V; DC 125 … 375 V 

Input current Ie ≤ 0,6 A 

Inrush current ≤ 20 A 

Power factor correction (PFC)  passiv 

Mains failure hold-up time ≥ 70 ms 

Internal fuse T 1 A / AC 250 V 

Backup fusing (recommended) Circuit breaker: 6 A (C characteristic), 10 A (B characteristic) 

or higher 

Output  

Nominal output voltage Uo nom DC 24 V (SELV) 

Nominal output current Io nom A 1,3  

Residual ripple ≤ 100 mV (peak-to-peak) 

 

 

 

 

 

Safety and protection  

Protection class I 

Protection type  IP20; per EN 60529 

Overvoltage protection; secondary ≤ DC 31 V (in the event of a fault) 

Overload behavior Constant power, shutdown and automatic restart in the event 

of a short circuit or permanent overload 
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MTBF > 700.000 h (per IEC 61709) 

Ambient temperature  Operation: -25 … +70 °C; Storage: -40 … +85 °C;   

Flammability class per UL94 V0 

Climatic category 3K3 (per EN 60721; except for low air pressure) 

Physical data  

Dimensions Width x Height x Depth  54 mm / 2.126 inch, 90 mm / 3.543 inch, 56 mm / 2.205 inch 

Weight 239,3g 

Mounting type DIN-35 rail 

Screw mount (back/side) 

WAGO connector picoMAX® 5.0, WAGO Series 2092 

Strip length 9 … 10 mm / 0.35 … 0.39 inch 

Approvals / Certificates  

Declarations of conformity and manufacturer's declarations CE EN 61204-3 EN 60335-1 EN 62368-1 UL 60950-1 UL 508 

  

 
 

 

 

 

 

 

 

 


