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Technical data

Measuring ranges

DC voltage: 400 mV  /  4 V  /  40 V  /  400 V  /  600 V
AC voltage: 400 mV  /  4 V  /  40 V  /  400 V  /  600 V
DC current: 400 µA  /  4000 µA  /  40 mA  /  400 mA  /  10 A
AC current: 400 µA  /  4000 µA  /  40 mA  /  400 mA  /  10 A
Resistance: 400 Ω  /  4 kΩ  /  40 kΩ  /  400 kΩ  /  4 MΩ  /  40 MΩ
Capacity: 4 nF  /  40 nF  /  400 nF  /  4 µF  /  40 µF  /  100 µF
Frequency: 1 Hz  /  10 Hz  /  100 Hz  /  1 kHz  /  10 kHz  /  100 kHz  /  30 MHz
Temperature: -20...1000 °C

Accuracy

DC voltage: 400 mV: ±(0,5% + 4 digits) Resolution: 100 µV
4 V: ±(0,5% + 4 digits) Resolution: 1mV
40 V: ±(0,5% + 4 digits) Resolution: 10 mV
400 V: ±(0,5% + 4 digits) Resolution: 100 mV
600 V: ±(1% + 4 digits) Resolution: 1 V

AC voltage: 400 mV ±(0,8% + 6 digits) Resolution: 100 µV
4 V: ±(0,8% + 6 digits) Resolution: 1mV
40 V: ±(0,8% + 6 digits) Resolution: 10 mV
400 V: ±(0,8% + 6 digits) Resolution: 100 mV
600 V: ±(1% + 6 digits) Resolution: 1 V

DC current: 400 µA: ±(1% + 10 digits) Resolution: 0,1 µA
4000 µA: ±(1% + 10 digits) Resolution: 1 µA
40 mA: ±(1% + 10 digits) Resolution: 10 µA
400 mA: ±(1% + 10 digits) Resolution: 100 µA
10 A: ±(1,2% + 10 digits) Resolution: 10 mA

AC current: 400 µA: ±(1,5% + 10 digits) Resolution: 0,1 µA
4000 µA: ±(1,5% + 10 digits) Resolution: 1 µA
40 mA: ±(1,5% + 10 digits) Resolution: 10 µA
400 mA: ±(1,5% + 10 digits) Resolution: 100 µA
10 A: ±(2,5% + 15 digits) Resolution: 10 mA

A digital multimeter with a good accuracy, suitable for general applications, such as electric installations, repair jobs or 
checking of signals in measurement and control technology.

Digital Hand-held Multimeter 
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Characteristics

Applications

  0500  -  MEASURING INSTRUMENT  -  DEVICE  -  

- Measurement input: see technical data

- Accuracy: see technical data

- Supply: 2x 1,5 V (Micro Cell AAA)

- Display: LCD 3¾ digits (3999) 

- Operation temperature: 0...40 °C

- Air humidity: 0...80% (relative)

- Sampling rate: ca. 3/s

- Supplied items: multimeter, instrument leads, batteries, manual

- Save battery: automatic „Power Off“

- Dimensions: 145x80x30

- Weight: approx. 200 g
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Subject to change, version 40-644

Accuracy (continued)

Resistance: 400 Ω: ±(0,8% + 5 digits) Resolution: 0,1 Ω
4 kΩ: ±(0,8% + 4 digits) Resolution: 1 Ω
40 kΩ: ±(0,8% + 4 digits) Resolution: 10 Ω
400 kΩ: ±(0,8% + 4 digits) Resolution: 100 Ω
4 MΩ: ±(0,8% + 4 digits) Resolution: 1 kΩ
40 MΩ: ±(1,2% + 10 digits) Resolution: 10 kΩ

Capacity: 4 nF: ±(5% + 90 digits) Resolution: 1 pF
40 nF: ±(3,5% + 8 digits) Resolution: 10 pF
400 nF: ±(3,5% + 8 digits) Resolution: 100 pF
4 µF: ±(3,5% + 8 digits) Resolution: 1 nF
40 µF: ±(3,5% + 8 digits) Resolution: 10 nF
100 µF: ±(5% + 8 digits) Resolution: 100 nF

Frequency: 1 Hz: ±(0,5% + 10 digits) Resolution: 0,001 Hz
10 Hz: ±(0,5% + 10 digits) Resolution: 0,01 Hz
100 Hz: ±(0,5% + 10 digits) Resolution: 0,1 Hz
1 kHz: ±(0,5% + 10 digits) Resolution: 1 Hz
10 kHz: ±(0,5% + 10 digits) Resolution: 10 Hz
100 kHz: ±(0,5% + 10 digits) Resolution: 100 Hz
1 MHz: ±(0,5% + 10 digits) Resolution: 1 kHz
30 MHz: ±(0,5% + 10 digits) Resolution: 10 kHz

Temperature: <400 °C: ±(1% + 5 digits) Resolution: 1 °C
>400 °C: ±(1,5% + 15 digits) Resolution: 1 °C

Additional features

Diode tester: available
Continuity tester: available
Reading locking: available (HOLD function)
Over range indication: „OL“ is displayed
Low battery indication: available
Automatic „Power Off“: available (safe battery)
Functional protection: available
Indication of unit: available
Relative value measurement: available
Duty cycle measurement: available (0,1...99,9%)
Input resistance: 10 MΩ
Sampling rate: approx. 3 measurements / s
AC frequency range: 40...400 Hz
Measuring range: automatically
Display range: 3¾ digits (3999)
Supply: 3 V (2x 1,5 V Micro Cell AAA)

Ambient conditions

Operation temperature: 0...40 °C
Storing temperature: 0...50 °C
Relative humidity: <80%

Mechanics

Colours: Case: black / red
Cardboard box: coloured

Display size: 57x33 mm
Contact-voltage proof: available
Self-resume fuse: available (for mA-range)
Fuse protection: 10 A
Weight: approx. 200 g (with batteries)
Dimensions: 145x80x30 mm
Supplied accessories: 1 pair of instrument leads, batteries, manual, temperature probe type K
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