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Digitalization
Digital solutions & apps
SITRANS mobile IQ

.Overview

. Mode of operation

Mobile devices / operating systems

SITRANS mobile 1Q is compatible with supported Android and iOS
mobile devices.

SITRANS mobile 1Q uses a Bluetooth interface to communicate with
the field devices. Your mobile device must have a Bluetooth inter-
face, version 4.2 or better.

Currently supported field devices are listed on SIOS
(http:/lwww.siemens.com/osSITRANSmobilelQ) and in the App
Store and Google Play. Additional field devices are in preparation
and require a new installation of the App on your mobile device.
Only the listed field devices are compatible with SITRANS mobile I1Q.
Data connection: internet connection is required to access addi-
tional information such as manuals of supported field devices.

. Integration

Further information

Product note in Industry Online Support — Product Support
https://support.industry.siemens.com/cs/docu-
ment/109775578/sitrans-mobile-iq?dti=0&lc=en-WW

SITRANS mobile 1Q is an app that gives you easy access to SITRANS
field devices via your smartphone or tablet.

- Download A
. Benefits Pp
¢ Commissioning and parameterization of field devices. [tz

* Displays device status and measurement values.

¢ Helps with identifying errors and troubleshooting in case of fail-
ures.

* Direct link to manuals, certificates, FAQs, and much more.

.Application

Commissioning and parameterization of field devices:

* Device list
All supported devices in the environment are displayed.

* Device Cockpit
Overview of the connected device, device status, and current
measured values.

* Setup
Commissioning and parameterization of the device, including
graphical support.

¢ Charts
History of selected measurement and diagnostic values.

https:/lapps.apple.com/us/applsitrans- https://play.google.
mobile-iq/id1496146361 com/store/apps/details?id=com.
siemens.sitransmobileiq&hl=en_US
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